


MPEG4 DVR

MPEG4 DVR have four channel video inputs and one channel audio input. It can be customized by demand for
monitoring real-time audio and video. It can be searched quickly by date, time and event type once any accidents
happened. You can backup via the most common-use CF card. The backup image can be played directly by PC. It's
really suitable for surveillance environment with long record time and clear image requirement. With the 120 GB hard
drive you can record up to 55 hours with motion JPEG format and 278 hours with MPEG4 format continuously.

Specifications

Model No. | YK-9809
NTSC / ElAor PAL/ CCIR
MPEG4
4 CH, BNC
2 CH, BNC
1 CH, RCA
1 CH, RCA
720 x 480 (NTSC), 720 x 576 (PAL)
Max. 120 / 100 IPS (NTSC / PAL)
Single, Quad, Sequence
Max. 704 x 240 (NTSC), 704 x 288 (PAL)
Max. 30 fps (NTSC / PAL)
High / Mid / Low
Manual / Schedule / Alarm / Motion detection
1 x 3.5" IDE HDD (Max. 120GB)
4/1

Motion Detection, Video Loss, Sensor Input

Recording, Relay Output, Sound Alert
0 -~ 99 sec

By Date, Time, Camera

CF-Card, HDD, VCR

AC 100~240V, 50/60Hz DC 12V / 4A

3 Kg (without HDD)

430x305x77mm ( WxDxH )

30 ~80% RH, 5C ~40°C (41°F ~ 104°F)

Design and specifi are subject to ch ‘with prior notice.
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