PHOTOELECTRIC DUAL BEAM DETECTOR
30/60/80/100

Manual
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Receiver
Indicator’ ® LEVEL indication lamp (green) Brightness varies;
depending on incident level.

@ ALARM (gréen) Onindicated alarm

Voitage testing hole
® GOOD indication lamp (red) is ON when

=
beams aligned, OFF when beams not
aligned.
Tamper
Power (green)
Vertically when the light beam transmitting, the indicator
adjustable screw Aiming hole is on.
) i i ;
i (2) Use it when adjust the precision of the optical axis
L /9 (Refer to the operation instruction)
el Horizontal angle adjusting bracket
Cover locking screw (3) Use itwhen set interruption time (Refer to the
operation instruction)

Main body

2 Setting notice

Do not mount the detector at following areas: Q
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( Vhere installation base Where the sunlight light and automobile headlight
Where blocks (such as trees or place for hanging clothes) [i8 Unstable. Shine directly.

are between the receiver and the sender while installing.
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In case of using mangy groups of defectors
when long distance protection t¢ avold the
mutual disturbance of light beams.
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3 Setting Method

1.Loosen the fixed screw 2. Altach the mounting pattern paper to the wall, mark 3 Break the knock-out and pull
and remove the cover. the installation holes, and make the guide holes. wire through.
Wiring hole
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4..Mount the detector on the wall.

5. Connecting wires to the terminal. ;
Power  Free  Tamperswilch

.. & @l E®’_[_1}®H®ﬂ % J The wiring distance
\ Terminal wiringpattern ) @ @ @ ® ® @ Diameter Voltage DC12v Dv24v
s !_'I!I! Transmitter | 0.5mm7Diameter 0.8) 300m 600m
Alrmospu 0.?5mm2(Diameter 1.0) 400m 800m
P ¢ T'wi"h 1.25mmf(Dlameter 1.2) 700m 1400m
RIS 2.0mm(Diameter 1.6) 1000m 2000m

.. Terminal wiring pallerr{@ 20660
’ Receiver

Pole mounting

3.Fix the base plate on the bracket.

1.Break outthe wireholeon  2.Remove the cover * Back
the bracket then pull out the
wires. :and Fixed regular ring
)
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diameter of the bracket

to back installation (Refer to the figure below.)










