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Items UTP801AR  

 

Power Supply  12V DC(power adaptor) 

Power Consumption <3.5w 

Protecting Current 500mA Maximum 

Over-voltage Protection 18V Maximum 

Video  

 

Video Output Connector 2* 15pin HD15 female;  

Impedance: 75Ω 

UTP Cable Connector 1* RJ-45; Impedance: 50Ω 

Signal Transmission Band >350MHz(-3db) 

Linear Distortion <3% 

R,G,B Signal Distortion <2ns 

Common-mode 

 Interference Rejection 

65db(typical) 

Synchronous signal 0-5V,TTL PWL 

Synchronous signal band 1K-200KHz 

Synchronous Signal 

Delay 

<15ns 

DDC2 Virtual DDC 

Adjustment Brightness and contrast 

Audio 

 

Connectors 2* 3.5mm Audio Jack; 

Impedance:600Ω 

Transmission Band 10-20KHz 

 Lightning Protection 1000V, 10/700us 

IEC61000-4-5 1995 

Anti-static Protection Contact Discharge:2000V 

Air Discharge:4000V 

IEC61000-4-2 1995 

 Video/Audio/Power LED Green/Yellow/Red 

 

 

Dimensions (LWH) 160*85*32mm 

Housing Material Metal 

Unit Color Black 

Net Weight 440g 

Operating Temperature 0°C ~55°C 

Relative Humidity 0-95%(non-condensing) 

Storage Temperature -20°C ~80°C 

 Power Adaptor Power supply input: 

100-240V AC 

Power supply output: 

12V DC/ 1Amp 

Wire Length:2m 

 Gross Weight 776.4g 

Casing Volume(LWH) 290*200*75mm 

 

Aktywny odbiornik VGA Video & Audio AT UTP801-AR

AT UTP801-AR to aktywny odbiornik VGA Video & Audio, 
który pozwala na zdalny odbiór wideo w wysokiej rozdzielczości 
VGA oraz w wysokiej jakości dźwięku przez kabel UTP. 
AT UTP801-AR posiada dwa wyjścia VGA oraz Audio, 
dzięki temu można wysłać sygnał do dwóch urządzeń docelowych. 
Urządzenie współpracuje tylko z aktywnym nadajnikiem 
AT UTP801-AT na odległość nawet do 300 metrów.

• przepustowość sygnału transmisji: 350MHz
• rozdzielczość: 1600 x 1200
• zasięg UTP: 

• 300m przy użyciu aktywnego nadajnika UTP801AT
• współpraca: VGA, SVGA, XGA, SXGA, WXGA ,UXGA
• możliwość podłączenia do uziemienia
• wysoka jakość przesyłanego sygnału
• wysoka odporność na zakłócenia
• przesył sygnału: kabel UTP/telekomunikacyjny
• transmisja video poprzez kabel UTP CAT5/5E
• zasilanie: 12V DC (w zestawie)

Specyfikacja

Główne cechy:

 *Możliwość zmiany bez uprzedzenia

Zasilanie

Ochrona

LED

Wymiary

Środowisko
pracy

Akcesoria

Opakowanie


